FA TOTAL |SHEET
RTE. SECTION COUNTY SHEETS! NO.
/ 0.06” LSmm) 2 2667(02-00165-00-RP|  DUPAGE 87 48
/ ¢ \ ) : A B8 R26e | STA. TO STA.
/ \ \ \ A / (5mm) [eep, RoAD DIST. N0, |ILLINOIS| FED. AID PROJECT
/ 0 4 vl >
- 22.5° 4 7N S ; CONTRACT NO. 83768
- / \ R0.50 so25" " RILSL
\ “ 12mm) P2 (300mm)
| — R o 0.31 (7.9mm) e .
i S — — 1 0.31 (7.9mm) 3.50” (88.9mm) pond
i 450 . . . 5 o 2R O31ASmM) .. —fl~—(6mm)
. ~ e~ - -~ MATERIAL:
15.25” (387.4mm) \ _4 . / i r I D;?éél%l 118" —~lle—  f& —{[~—0.25" (6mm
TYP. (4) \ \ 1.00 I~ ¥ | s (30mm) a8 - ASTM A48 CLASS 30 GREY IRON
| (25.4mm) / 1747 -20 TAP THRU . 4504 2 0.25—f =] - ASTM A123 HOT DIPPED GALVANIZED
: \ ~~ / | | -0.25" (6.4mm) 0.31 DIA THRU | © (6mm}
' \ ~ 350" : 4 - )
\ N4 Feg.omm (7.9mm) > [=-0.25" (6.4mm) WALL 0.23(5mm) -~ — 0.31@mm
16.25" (412.7mm) ‘ \ L«o.zo%s:nm)
TYP 4 §14.25" (361 e 3.00" (76.2mm} \ SECTION B-B_ SECTION D-D
rOTYP. (4 (4) -~
| i ¥ 1.06" (26.9mm) ¢ TYPE A B c HEIGHT WEIGHT
Y CENTER
o " 1 ¢ 10.1257257mm)] 9.51241mm) | 19°4483mm) | 12" (300mm) 24kg
R 0.38 (3.6mm) TYP. (8)—~ R 1 §  1L.125283mm)] 10.75273mm) |21.54546mm) | 12 (300mm) 26kg
TOP VIEW . m
7.38" (187.5mm) TYP. (4) SHROUD DETAIL
6.38” (162.0mm) TYP. (4) \}‘\_” ! 3,747 (95.0mm (2)
[EP— e NOTE:
‘ | Ly R 0.12" (3.0mm) | |< 5(/)’1‘“ SUPPORT EXISTING CABINET AND CONTROL EQUIPMENT DIMENSION 7% (175mm) LARGER
- L s/ I | } ABOVE FOUNDATION TO KEEP TRAFFFIC SIGNAL FUNCTIONING T THAN CONTROLLER BASE
{ Lz @asmm]| | / I 8 WHILE FOUNDATION MODIFICATION WORK 1S PROCEEDING. - DIMENSION, BOTH DIREGTIONS
Lso” csamm (A T R ) | -
I - A | . o— - 17 (25mm) BEVEL
i 20 0887 (22.3mm) T R T | . 9.81" 7
0.25" (6.3mm) WALL— r ] R#0.03” (0.8mm) TYP. 9.88" (250.9mm) y l --?763:2?110m> (249.2mm) ~—~6" (150mm) [, )
w5 @ bom ' +0.03" (+0.7mm) R 150" _} 0.38" (9.6mm) 1187 / @) REQ'D  +0.00” (0.00mm) REAK DOWN EXISTING 127 Goomm
ACCESS COVER: 7.18" R 3.50 (88.9mm) (2)~0.00" (~0.0mm) (38.1mm) 182.ammp / ~0.03" (-0.Tmm) EOUNEAT(I)ON 12”5(3%)0mm) mm | e
" . 82,4 mm R 3.25" (82.5mm) ) | R 0.38 (9.6mm) | e — " T = NEW ANCHOR BOLTS
R 3.00” (76.28mm)—. i 2 GROUND LUG // ~R 0027 G.omm) § 9 _(230mm)—
N | . ‘ 1 s|E . | J~R 0.19” (4.8mm) g o0 9 G3omm
N 300 5004 olf . ‘ . ) 4 | )
R 0.19" (4.8mmi~. A\«).ze“ (6.6mm)¢(127.0mm) S | / L 280” (127.0mm) & USOmM) —n) 6" (150mm)
N T 1507 2.00" L i 12 j X 8 : .
= > .50 (12, Tmm) —— |08 > X i | | S — - 12" (300mm) N gt
R 0.2 (3.0mm) TYPur g, T — | —0z25: (6.3mm %,ﬁe.mm)(so.amm) Nt ! i (50.8mm) ! EXISTING CONDUIT — i S S No. 3 [DOWEL 1-6” (450mm) LONG
el I : \ |050“1 12T | T 5 (GOmm), 4" {100mm) - y == ON 12 (300mm) CENTER (8 REQ'D)
b 0.50" (12.7mm) 250" (63.5mm) | REF | IO'S?I 3.5mm || 50 & 47 100mm) A& 450mm)— N\ ~f———NEW TYPE “D” (MODIFIED)
T ' “‘;\rﬁ— - i ¥ | REF. (2) REQ'D ﬂ_} (38.1mm) EXISTING TYPE D S FOUNDATION
o K .50 (12.7mm) ( 0.56" (14.2mm) (2) REQ'D - ; , \
0.50" (12.7mm) WALL> = N = =70.50" (2.7mm @ | | (CONTROLLER) FOUNDATION - 36 9 (225mm
1.00” (25.4mm) — | | |cAST IN 178" (3.0mm) HIGH CHARACTERS VIEW C-C {910mm) \_ o zrsmm
i | NAME OF COUNTRY OF ORIGIN ViEW LTL 9 (2z5mm
i

L1/47-20 TAP THRU MODIFY EXISTING TYPE D’ FOUNDATION
SECTION A-A TRAFFIC SIGNAL POST - MOUNTING BASE - TYPE A

(NOT TO SCALE)

NOTES: NOTES:
1. REMOVAL OF EXISTING CONDUIT FROM THE HANDHOLE
ITEM NO. IDENTIFICATION AND THE INSTALLATION OF THE CONDUIT BUSHING
. ALL ELECTRICAL ITEMS, EXCEPT ITEMS *2 AND *11 SHALL BE ALUMINUM OR | :
T QUTLET BOX- GALV, 21 CU.IN. (0.000344_CU-M) ! GALVANIZED [ - SHALL BE INCIDENTAL TO THE HANDHOLE.
LAMP HOLDER AND COVER ] 3
i g‘dggg %g’éEgo‘éig T 2. ITEM *1- OZ/GEDNEY FSX-1-50 OR EQUIVALENT A . .
T TR ITEM *2- MULBERRY CON-O-SHADE LAMP SHIELD OR EQUIVALENT g 5 . . .
z ITEM #9- “BAND-IT” SADDLE BRACKET OR EQUIVALENT = . N .
6 ¥4"(19 mm) CLOSE NIPPLE g € . CALVANIZED ™ .
; 3;//“((11; ) hgfé“ggue 3. WHEN POST MOUNTING IS SPECIFIED, ITEM 3 SHALL NOT BE REQUIRED. THE 3 3 “STEEL HOOKS . - : A .
5 SADDLE BRACKES - GALV. DETECTION UNIT SHALL BE MOUNTED DIRECTLY ON TOP OF THE CAP BY DRILLING ce - EXISTING SoRDuIT 1
10 PAR 35 LAVP AND TAPPING A %19 mm) HOLE WITH PIPE THREADS. THE POST CAP SHALL EITHER % T ALY MIN. . £ REMOVED ] i .
i 11 DETECTOR UNIT BE SCREWED TO THE TOP OF THE POST OR A MINIMUM OF 3 TIGHTENING SCREWS x | eeomm . JP !
12___POST CAP (18 FT. (5.4 m) POST MIN.d SHALL BE REQUIRED ON EACH CAP. e l
8-3-93 b|§ ...conNpurtT - - } H
2 BUSHING N / covourr. /1!
e ; - / BUSHING .
.18 Ml EXISTING CONDUIT _/ [g ’
o5 203.0mm)| . TO REMAIN )
: ‘ e " ]
SPAN WIRE =\ —— WIRE WRAP ELEVATION pLan
\
A
LIGHT DETECTOR AND ——~_
CONFIRMATION BEACON > DETALL
ATTACHED TO TUBING HANDHOLE TO INTERCEPT EXISTING CONDUIT
N.T.S.
//
. TETHER CABLE —— e o ILLINOIS DEPARTMENT OF TRANSPORTATION
BUREAU OF TRAFFIC 5/30/00;
POST CAP_MOUNT MAST ARM MOUNT BUREAU OF TRAFFIC | 5/15/01 DISTRICT 1
BUREAU OF TRAFFIC 11712701
EMERGENCY VEHICLE DETECTOR WITH CONFIRMATION BEACON MOUNTING DETAIL CONFIF'&&%TIOREEE%% Q’;‘?JNTING aurcw or Twreic_[1-0i-02) - STANDARD TRAFFIC SIGNAL
FOR _TEMPORARY TRAFFIC SIGNALS DESIGN DETAILS
(NOT TO SCALE) scaLe: VERT \one ORAWN BY: RWP
HORIZ. CHECKED B8Y: DAZ
DATE $#DATE$9 SHEET 4 OF 4
TS0S

REVISION DATE: Gi/01/02.




